
Supplies:
1 - 3/16" x 2" Eye Bolt 

1 - 10/24 Brass Wing Nut

1 - 10/24 Zinc Plated Machine Screw Nut 

1 - 10/24 Brass Hex Machine Screw Nut 

1 - 10/24 Steel Machine Screw Nut 

1 - 10/24 Brass Plated Acorn Nut 

Key Ring

1 - 10/24 Brass Wing Nut

1 - 10/24 Zinc Plated Machine Screw Nut 

1 - 10/24 Brass Hex Machine Screw Nut 

1 - 10/24 Steel Machine Screw Nut 

1 - 10/24 Brass Plated Acorn Nut 

1. Twist  hardware onto Eye Bolt in this order: 1) 
Brass Wing Nut, 2) Zinc Plated Machine Screw 

Machine Screw Nut, 5) Brass Plated Acorn Nut.

2. Attach Key Ring to Eye Bolt.

Brass Wing Nut, 2) Zinc Plated Machine Screw Brass Wing Nut, 2) Zinc Plated Machine Screw 

Machine Screw Nut, 5) Brass Plated Acorn Nut.Machine Screw Nut, 5) Brass Plated Acorn Nut.Machine Screw Nut, 5) Brass Plated Acorn Nut.

2. Attach Key Ring to Eye Bolt.
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